REED 3 in 1 Pocket Autoranging

Digital Multimeter

INSTRUMENTS Model Rs009

Specifications TECHNICAL DATA
AC/DC Voltage
Range: AC: 2, 20, 200, 600V

DC: 200mV, 2, 20, 200, 600V
Accuracy: AC: 2,20V %(1.0% rdg + 3 dgt.]

200, 600V %(2.3% rdg + 10 dgt.)
DC: mV+(0.5% rdg + 3 dgt.)

i ﬁllt[’]l‘i’il"lgirl‘_f:] DiE]il‘E]l I".1ult.i|'n+'et-s-.r Vi[1 .2% r‘dg + 3 dgt]
Resolution: AC: 1, 10, 100mV, 1V
MODE 2 5 HoLD DC: 0.1, 1, 10, 100mV, 1V
AC/DC Current
REED Range: 200, 2000pA, 20, 200mA
R5009 : Accuracy: AC: £(2.5% rdg + 10d)
\ OFF [ DC: +(2.0% rdg + 8d)
Resolution: 0.1, 1, 10, 100pA
Resistance
Range: 2000, 2, 20, 200kQ, 2, 20MQ
Accuracy: 200.0Q £(0.8% rdg + 5d)

2.000, 20.00, 200.0kO
+(1.2% rdg + 5d)

2.000MQ +(5.0% rdg + 5d)
20.00MQ +(10.0% rdg + 5d)

Resolution: 0.1, 1, 10, 100Q), 1, 10kQ
General Specifications
Display: 2,000 count LCD display
Display Hold: Yes
Relative Mode: Yes
Diode Test: Yes
Continuity Check: Audible signal
if resistance <150Q

Non-Contact

Voltage Detector: Yes
Built-in Flashlight: Yes
Auto Power Off: Yes (after 15 minutes)
Power Supply: 2 "AAA" Batteries
Low Battery Indicator: Yes

Replaceable Test Leads: No
Overvoltage Category: CAT. lll 1000V

Product Certifications: CE
Operating Temperature: 32 to 104°F (O to 40°C)
Storage Temperature: 14 to 122°F (-10 to 50°C)
Features Dimensions: [426255251133"5 -
° Au.tor.'angmg .mu|t|meter and non-contact voltage detector Weight: 5.2 0z (145 g)
¢ Built-in flashlight
¢ Diode check and continuity functions
« Auto power off and data hold
* Double molded housing and test leads R5009 Digital Multimeter
e Cat. Ill, 1000V safety rating CA-52A Soft Carrying Case
e Includes test leads and batteries R5009-NIST Digital Multimeter & NIST
Contact:

Industrial Process Measurement, Inc.
3910 Park Avenue, Unit 7

Edison, NJ 08820

732-632-6400
support@instrumentation2000.com
http://www.instrumentation2000.com




