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Circuit Breaker Finder

INSTRUMENTS viodel RS500

TECHNICAL DATA

Features

e Simply plug the transmitter into a receptacle and scan
breaker box to identify the circuit

® Detects 5 3-wire receptacle wiring faults
e Built-in GFCI receptacle check function
e Adjustable sensitivity wheel quickly identifies breaker

e Audible (buzzer) and visual (LED) indicators assist in Transmitter
identification [ | CORRECT WIRINC

® Receiver operates on one 9 volt battery (included)
® Includes receiver, transmitter and battery

R5100 AC voltage detector
and R9950 Carrying Case

I B OPEN GND
Specifications B b
\oltage Range: 90 to 120V AC
Bandwidth: 47 to B3Hz
Power Supply: 9V Battery
Product Certifications: ETL S_-?
Operating Temperature: 32 to 104°F (O to 40°C) g 2 Py
Operating Humidity: 0 to 85% EEm
Storage Temperature: 4 to 140°F (-20 to 60°C) ¢ w m
Dimensions: 41x22x1.2" R W]
(103 x 56 x 30mm) £ =
Weight: 3.90z (110g) ] ] ,_:';,
Fng
558
R5500-KIT S &
Electrical Troubleshooting Kit _
Includes: P~
R5500 Circuit Breaker Finder, =/
R5300 Continuity Tester, @ ‘

Model Description

R5500 Circuit Breaker Finder/Receptacle Tester
R5500-KIT Electrical Troubleshooting Kit

CA-O5A Soft Carrying Case

Contact:

Industrial Process Measurement, Inc.
3910 Park Avenue, Unit 7

Edison, N] 08820

732-632-6400
support@instrumentation2000.com
http://www.instrumentation2000.com




