
GSM215 Desktop Indoor Air Quality CO2 Meter

• NDIR (non-dispersive infrared)  
 waveguide technology sensor
• Desktop EBTN display with light bar
• 3-color light bar (green / yellow / red)  
 changes color with CO2 concentration
• °F/°C selectable
• Built-in rechargeable battery can be charged  
 from a USB source (PC, Power Bank, 5VDC  
 wall adapter (not included))
• Low battery indicator
• Wall-mountable
• Includes USB charging cable
• One year warranty

Monitor air quality in office buildings, schools,  
exhibition halls, shopping malls, meeting rooms,  
fitness centers, restaurants and other public places.

Ordering Information:
GSM215  Desktop Indoor Air Quality CO2 Meter

Features:

Applications:

Simultaneously displays CO2, Temperature and Relative Humidity

Specifications
Carbon Dioxide (CO2)

Accuracy

Air Temperature

Accuracy

Relative Humidity

Accuracy

3 Status Icons 

Power

Dimensions

Weight

0 to 5000ppm

±75ppm ±5% of reading

14 to 122°F (-10 to 50°C)

±1.8°F/1°C

0 to 100%

±3.5% (20-80%RH)

Green <800ppm 

Yellow 800 to 1500ppm 

Red >1500ppm

Rechargeable lithium battery

4 x 2.5 x 1.5” (101 x 63.5 x 38.1mm)

4oz (113.4g)

Contact:
Industrial Process Measurement, Inc.
3910 Park Ave, Unit #7
Edison, NJ 08820 USA
(732) 632-6400
support@instrumentation2000.com
https://www.instrumentation2000.com/


