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5.  TROUBLESHOOTING

Picture is only black & white. 
  Check saturation, brightness, and contrast settings.

Blank screen after it is turned on. 
  Check the cable. Try a new cable that you know is working.

Color is distorted or abnormal. 
  Confirm the cable is fully seated into the ports at both ends. Confirm the cable is not damaged or crimped. 
  Try using a different cable. If the problem persists, connect the unit to a laptop using a cable that is known 
  to be good and confirm the problem is with the screen. If the unit is still under warranty, contact Triplett 
  Support for service.

Unit won’t turn on. 
  First, remove the battery. Then confirm the unit will power on when using provided AC adapter. If the 
  unit will work with the AC adapter, you either need to charge the battery, or it is time to purchase a new  
  battery.

WARRANTY AND TECHNICAL SUPPORT

Triplett / Jewell Instruments extends the following warranty to the original purchaser of these goods for use. Triplett 
warrants to the original purchaser for use that the products sold by it will be free from defects in workmanship and 
material for a period of (1) one year from the date of purchase.

This warranty does not apply to any of our products which have been repaired or altered by unauthorized persons in 
any way or purchased from unauthorized distributors so as, in our sole judgment, to injure their stability or reliability, 
or which have been subject to misuse, abuse, misapplication, negligence, accident or which have had the serial 
numbers altered, defaced, or removed. Accessories, including batteries and fuses, are not covered by this warranty. 

To register a claim under the provisions of this warranty, please contact the distributor from which you purchased the 
product from for warranty consideration.

ALL WARRANTIES IMPLIED BY LAW ARE HEREBY LIMITED TO A PERIOD OF ONE YEAR FROM DATE OF PURCHASE, AND 
THE PROVISIONS OF THE WARRANTY ARE EXPRESSLY IN LIEU OF ANY OTHER WARRANTIES EXPRESSED OR IMPLIED.

The purchaser agrees to assume all liability for any damages and bodily injury which may result from the use or 
misuse of the product by the purchaser, their employees, or others, and the remedies provided for in this warranty are 
expressly in lieu of any other liability Triplett may have, including incidental or consequential damages. 

Some states (USA ONLY) do not allow the exclusion or limitation of incidental or consequential damages, so the above 
limitation or exclusion may not apply to you. No representative of Triplett / Byte Brothers or any other person is autho-
rized to extend the liability of Triplett in connection with the sale of its products beyond the terms hereof. 

Triplett reserves the right to discontinue models at any time, or change specifications, price or design, without notice 
and without incurring any obligation. 

This warranty gives you specific legal rights, and you may have other rights which vary from state to state.

Contact Information: 
Phone: 1-800 Triplett 
Email: Support@triplett.com
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TECHNICAL SPECIFICATIONS

LCD PANEL 

 Size  7-inch TFT LCD with LED Backlight

  Resolution 800 x 480, up to 1920 x 1080 (H x V)  

  Aspect Raito 16:9  

  Brightness 450cd/m2  

  Contrast 500:1  

  Viewing Angle 70°/70°(L/R), 50°/70°(U/D)  

 DISPLAY

 Display Mode  480i/p, 576i/p, 720p (50/60Hz), 1080i/p (50/60Hz)  

  Color System  PAL / NTSC  

 I/O FUNCTIONS 

  HDMI 1x HDMI Input (HDMI1.4)   

  YPbPr - BNC YPbPr Input  

  Video - BNC 1x Video Inputs  

  Audio - BNC 1x Audio Input  

  Earphone Jack 1x 3.5mm Earphone Jack at Front Panel  

  Speakers 1x Built-in 1W Speaker at Front Panel  

  XLR DC 1x Input  

  Function Keys Left, Right, Menu, Up, Down, Mode, Power  

 SOFTWARE FUNCTIONS

  Canon 5D II Camera Mode, Center Marker, Screen Marker, Aspect Ratio,Color Mode, Under/Overscan  

POWER SUPPLY

 Input Voltage DC 12V or AC 100~240V  
  NP-F750/F770 7.4V 4400 mAh 32.6Wh rechargeable battery for Sony F750/F770

  Consumption ≤6W  

MECHANICAL DESIGN

 Weight 1 lb (0.45kg)  

  Dimension 188mm × 130.7mm × 31mm  

 ENVIRONMENTAL SPECS

 Temperature Operating temp:  -4°F to 140°F;     Storage temp:  -22°F to 158°F


