
MS245 Pin/Pinless Moisture Meter

• Pinless measurement for non-invasive testing
• 2 pin measurement selections for  
 wood or building materials
• 10 pinless measurement selections  
 for wood and building materials
• Audible/Visual moisture alerts
• Green/Yellow/Red LEDs indicate Low,  
 Medium, High moisture levels
• Data Hold freezes measurement on screen  
 for easy viewing in hard to see areas
• Backlit LCD display
• Built-in calibration check in protective cap
• Low battery indicator
•	 Auto-power	off
• Includes protective cap and 9V battery

Home Inspection, Water Damage Restoration,  
Lumber Yards, Painting, Paper Mills, Textile and  
Clothing Manufacturing and other industries

Ordering Information:
MS245   Pin/Pinless Moisture Meter

Features:

Applications:

Measure moisture content in wood and other building materials

Pin Measurement Range

Pinless Measurement Range

Resolution

Visual Alert

Color Levels for Pin

“Color Levels for Pinless 

10 settings (see manual)”

Audible Alert

Power

Dimensions

Weight

Wood: 6.0 to 99.0%

Building Material: 0.2 to 2.0%

Wood: 0.0 to 55.0%

Building Material: 0.0 to 100.0%

0.1%

Green, Yellow, Red LEDs

Green: 10 to 40% (wood); 0.2 to 0.8% (building materials)

Yellow: 40 to 70% (wood); 0.8 to 1.4% (building materials)

Red: >70% (wood); >1.4% (building materials)

Green: 5.5 to 22% (wood); 10 to 40% (building materials)

Yellow: 22 to 38.5% (wood); 40 to 70% (building materials)

Red: >38.5% (wood); >70% (building materials)

Beeper

9V Battery

7 x 2.8 x 1.3” (176.5 x 71 x 33.8mm)

7oz (193g)

Specifications

Contact:
Industrial Process Measurement, Inc.
3910 Park Ave, Unit #7
Edison, NJ 08820 USA
(732) 632-6400
support@instrumentation2000.com
https://www.instrumentation2000.com/


